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Black Spot
Remover

•  POWERFUL AND EFFECTIVE CLEANER FOR STUBBORN AREAS OF LICHEN AND 
ALGAE

•  DOES NOT ALTER THE APPEARANCE OF THE SURFACE

•  FAST ACTING

•  LOW ODOUR - SOLVENT AND ACID FREE - BIODEGRADABLE 

•  REMOVES AND CONTROLS ORGANIC SOILING - NO NEED FOR POWER WASHING

APPLICATION
•    Always test on a small hidden portion of the surface to be cleaned to check 

compatibility and performance before commencing with the whole area
•    Remove loose dirt, moss and other debris from the surface to be treated. A yard 

broom or firm bristle brush is ideal. 
•    Do not use in wet weather, frost or if rain is forecast within the application 

period (see below). If used when surface and air temperature is below 5ºC the 
effectiveness may be reduced and longer cleaning time may be required. 

•    Keep pets away until the surface is fully washed and dry. 
•    Ideal application temperature between 10ºC and 30ºC. 
•    The longer the product is left to work (up to 24 hours) the brighter the surface will 

appear. 

STORAGE
24 months from the date of manufacture in original unopened container in a clean, 
dry area. Do not store below 5°C.

5L

NA
NO

-TE
CHNOLOGY PROTECTION • NANO-TECHNOLOGY PROTE

CT
IO

N 
•


