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R45
ROOF CLEAR
(READY TO USE)
envirsmose
OVERVIEW PRODUCT CHARACTERISTICS

R45 is a professional strength algae, mould and lichen
killer. This easy, ready to use formula is specifically for
use on all roof surfaces including: thatched, PVC,
cladding, roof tiles etc. Simply spray and walk away.
Leaves the surface bright, clean and free from
contamination. For use as a surface Biocide.

BENEFITS

Powerful and effective - No scrubbing or power
washing needed - Does not alter the appearance -
Fast acting and long lasting continuing to work for up
to 24 months - Works on most surfaces - Low odour

APPLICATION

Apply using a spray, watering can or brush, making
sure to saturate the surface

Leave the product to do the work. Visible difference
within 24 hours, R45 will continue to clean and revive
weeks to come

Continues to work for up to 12 months

SURFACE PREPERATION

Brush away leaves, debris, any heavy growth,
exposing moss stem structure before treatment.

Do not apply in damp/wet conditions or if rain is
expected within four hours of application.

Always test a small inconspicuous area before use to
ensure surface compatibility, performance and finish/
texture is acceptable.

Colour Clear / Amber
Odour Barely perceptible
Form Liquid
Specific Gravity @ 25°c 1.00
PH Approximately 7

Coverage of Diluted Light Contamination
Product (Mould) 6 m? per litre

Medium Contamination
(Algae) 4 m? per litre

Heavy Contamination
(Lichen) 3 -4 m?2 per litre

Shelf Life 24 months from the date of

manufacture in the original
unopened container

CLEANING OF EQUIPMENT

Clean tools and equipment immediately after use with
water. Always read safety instructions before use.

Keep away from shrubs, plants and grass

PRECAUTIONS FOR USE

For Health & Safety instructions, first aid measures,
spillages and disposal instructions, see separate
Health & Safety Data Sheet (MSDS)

STORAGE

Keep out of reach of children

Keep in a dry place between 5°c and 30°c in the
original container.
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